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49 CFR Ch. I (10–1–01 Edition)§ 173.305

Sections Affected which appears in the Find-
ing Aids section of the printed volume and
on GPO Access.

§ 173.305 Charging of cylinders with a
mixture of compressed gas and
other material.

(a) Detailed requirements. A mixture of
a compressed gas and any other mate-
rial must be shipped as a compressed
gas if the mixture is a compressed gas
as designated in § 173.115 and when not
in violation of § 173.301(a).

(b) Filling limits. (See § 173.301(e).) For
mixtures, the liquid portion of the liq-
uefied compressed gas at 130 °F. plus
any additional liquid or solid must not
completely fill the container.

(c) Nonpoisonous and nonflammable
mixtures. Mixtures containing com-
pressed gas or gases including insecti-
cides, which mixtures are nonpoisonous
and nonflammable under this part
must be shipped in cylinders as pre-
scribed in § 173.304(a) or as follows:

(1) Specification 2P (§ 178.33 of this
subchapter). Inside metal containers
equipped with safety relief devices of a
type examined by the Bureau of Explo-
sives and approved by the Associate
Administrator, and packed in strong
wooden or fiber boxes of such design as
to protect valves from injury or acci-
dental functioning under conditions in-
cident to transportation. Pressure in
the container may not exceed 85 psia at
70 °F. Each completed metal container
filled for shipment must be heated
until content reaches a minimum tem-
perature of 130 °F., without evidence of
leakage, distortion or other defect.
Each outside shipping container must
be plainly marked ‘‘INSIDE CON-
TAINERS COMPLY WITH PRE-
SCRIBED SPECIFICATIONS.’’

(2) [Reserved]
(d) Poisonous mixtures. A mixture con-

taining any poisonous material (Divi-
sion 6.1 or 2.3) in such proportions that
the mixture would be classed as poi-
sonous under § 173.115 or § 173.132 must
be shipped in packagings as authorized
for these poisonous materials.

[29 FR 18743, Dec. 29, 1964. Redesignated at 32
FR 5606, Apr. 5, 1967, and amended by Amdt.
173–70, 38 FR 5309, Feb. 27, 1973, Amdt. 173–94,
41 FR 16079, Apr. 15, 1976; 45 FR 32697, May 19,
1980; Amdt. 173–224, 56 FR 66275, 66279, Dec. 20,
1991; 66 FR 45379, Aug. 28, 2001]

§ 173.306 Limited quantities of com-
pressed gases.

(a) Limited quantities of compressed
gases for which exceptions are per-
mitted as noted by reference to this
section in § 172.101 of this subchapter
are excepted from labeling (except
when offered for transportation by air)
and, unless required as a condition of
the exception, specification packaging
requirements of this subchapter when
packed in accordance with the fol-
lowing paragraphs. In addition, ship-
ments are not subject to subpart F of
part 172 of this subchapter, to part 174
of this subchapter except § 174.24 and to
part 177 of this subchapter except
§ 177.817. Each package may not exceed
30 kg (66 pounds) gross weight.

(1) When in containers of not more
than 4 fluid ounces capacity (7.22 cubic
inches or less) except cigarette light-
ers. Special exceptions for shipment of
certain compressed gases in the ORM–
D class are provided in paragraph (h) of
this section.

(2) When in metal containers filled
with a material that is not classed as a
hazardous material to not more than 90
percent of capacity at 70 °F. and then
charged with nonflammable, nonlique-
fied gas. Each container must be tested
to three times the pressure at 70 °F.
and, when refilled, be retested to three
times the pressure of the gas at 70 °F.
Also, one of the following conditions
must be met:

(i) Container is not over 1 quart ca-
pacity and charged to not more than
170 psig at 70 °F. and must be packed in
a strong outside packaging, or

(ii) Container is not over 30 gallons
capacity and charged to not more than
75 psig at 70 °F.

(3) When in a metal container for the
sole purpose of expelling a nonpoi-
sonous (other than a Division 6.1 Pack-
ing Group III material) liquid, paste or
powder, provided all of the following
conditions are met. Special exceptions
for shipment of aerosols in the ORM–D
class are provided in paragraph (h) of
this section.

(i) Capacity must not exceed 1 L(61.0
cubic inches).

(ii) Pressure in the container must
not exceed 180 psig at 130 °F. If the
pressure exceeds 140 psig at 130 °F., but
does not exceed 160 psig at 130 °F., a
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